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TEMPLATE# 19806
SHEET

PRODUCT:

TRIANGLE BRASS MANUFACTURING

1351 ROCKY POINT DRIVE

OCEANSIDE, CA 92056

WWW.TRIMCOHARDWARE.COM

This template is provided for use only on the job for which it

was requested. Trimco reserves the right to make design

changes without notice. Trimco will not be responsible for

errors or damage caused by the use of out-of-date templates.
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APPROVED ON: 4/14/2023

DOOR EDGE GUARD PROFILE TEMPLATE

REVISION#  1

NOTES:

SPECIFICATIONS:

SIZE: STANDARD 42" AND 84". OTHER SIZES MADE TO SPECIFICATIONS.

GUAGE: STANDARD THICKNESS IS .050, OTHER MATERIAL THICKNESSES ARE AVAILABLE ON QUOTATION.

FEATURES: ANGLES AND CHANNELS ARE MADE IN TWO BASIC TYPES, MORTISE AND OVERLAPPING NON - MORTISE. MOST POPULAR STYLE NUMBERS ARE 

ILLUSTRATED.

FASTENERS: STANDRD #5 X 5/8" FH PH SMS

TOLERANCE: `1/32" 

-FOR CUSTOM SIZES AND FEATURES SEE ORDER FORM 22186

-LEGACY PART NUMBERS ARE SHOWN IN (KE3x-x)

-OD MEANS OUTSIDE OF EDGE GUARD IS DIMENSIONED. THIS IS USED FOR MORTISED PRODUCTS.

-ID MEANS INSIDE OF EDGE GUARD IS DIMENSIONED. THIS IS USED FOR NON-MORTISED PRODUCTS.
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OVERLAPPING NON-MORTISE TYPE

1 11/16 OD 1 11/16 OD

1 3/4 OD

1 3/4 OD 1 3/4 OD
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