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1074-2E W/ OR W/O LOCK INDICATOR

POCKET/BARN DOOR

INSTALLATION INSTRUCTIONS

Revision: ADDED LOCK INDICATOR  DETAIL TO STEP 2 OF INSTALLATION INSTRUCTIONS, SGH/JG, 01/22/14

ADDED "SLIDE" LABEL TO STEPS 3 AND 4 OF INSTALLATION INSTRUCTIONS,  SGH/JG, 03/14/14

REPLACED LOCK CASE WITH MORTISE/PLATE ASSEMBLY, REPLACED STRIKE WITH STRIKE BOX ASSEMBLY,

ADDED "WOOD FRAME" TO FRAME PREP BOX 4, ADDED FRAME PREP BOX 5 FOR METAL FRAMES, SGH/JG, 3/11/15

REPLACED MORTISE LOCK ASSY WITH MORTISE LOCK ON STEP 1 OF HARDWARE INSTALLATION, SGH/JG, 04/01/15

DOOR AND FRAME PREPARATION INSTRUCTIONS, MODIFIED STEP 3, ADDED (INTERIOR) AND (EXTERIOR) TEXT,

REMOVED HOLES FROM (EXTERIOR) SIDE, CORRECTED DOOR PREP HOLES ON BOTH SIDES, CORRECTED STEP 5,

CORRECTED DOOR PREP HOLES ON STEPS 1 AND 2 OF HARDWARE INSTALLATION, SGH/JG, 05/26/15
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DOOR AND FRAME PREPARATION/TEMPLATE INSTRUCTIONS

1 3INSTALL LEVER/ESCUTCHEON

ASSEMBLIES

 

INSTALL LOCK, REMOVE FACEPLATE AND SET ASIDE.
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INSTALL FACEPLATEINSTALL CYLINDER ASSEMBLY
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INSTALL STRIKE - METAL FRAME

Surface mounted strike

INSTALL STRIKE - WOOD FRAME

Mark the horizontal centerline of the lock

on both sides of the door and on door's

edge.

Position Template on edge and

side of door. Mark holes for each

side and top and bottom holes of

mortise.

To bevel lock, loosen adjustment screws at top and bottom of case,

turn to desired bevel and re-tighten screws. Insert lock into cavity

and fasten screws.
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Cylinder Plug Orientation
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Cylinder  Hole

install slide label

HARDWARE INSTALLATION

Prep door frame per applicable Template,

Sheet 3, and install strike/dust cover assy.

Drill the holes that have been marked and

mortise door -reference applicable

Templates, Sheets 1 & 2, for hole dia/depth

and mortise prep specifications.

Prep door frame per applicable Template,

Sheet 4, and install strike/dust cover assy.

(Interior)
(Exterior)

This hole for

lock indicator only


